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LAMP PHOTOMETRIC REPORT

MODEL: 92Panel031CW

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 5943.2 1m /4180
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AVERAGE BEAM ANGEE (50%):113.8 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 2023 2019 2025 2017 2029 2018 2026 2020 0- 10 194.5 194.5 3.27
20 1917 1917 1918 1908 1931 1910 1920 1918 10- 20 557.8 752.3 12.7
30 1748 1747 1746 1747 1767 1750 1749 1748 20- 30 847.8 1600 26.9
40 1521 1522 1520 1527 1548 1531 1524 1523 30- 40 1028 2628 44.2
50 1241 1242 1240 1255 1274 1262 1246 1244 40- 50 1073 3700 62.3
60 916.1 922.9 918.7 930.5 953.3 939.6 927.6 927.0 50- 60 975.2 4676 78.7
70 565.1 576.5 571.2 575.8 602.5 587.2 582.8 582.2 60— 70 747.1 5423 91.2
80 223.4 241.3 233.4 237.8 257.2 251.1 250.0 250.2 70- 80 430.7 5853 98.5
90 1.442 0 0 0 4.327 0 0 0 80- 90 89.80 5943 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
H(3) Range:-90 - 90DEG V(B) Range:-80 - 80DEG
H({@®) Interval: 1.0DEG V(B) Interval: 5.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:05 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel031CW
POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)

y (DEG) 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90

0 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061
5 2051 | 2050 | 2049 | 2048 | 2047 | 2046 | 2046 | 2045 | 2045 | 2045 | 2044 | 2044 | 2044 | 2044 | 2043 | 2043 | 2043 | 2043 | 2043
10 2023 | 2022 | 2020 | 2020 | 2020 | 2020 | 2020 | 2020 | 2019 | 2019 | 2019 | 2020 | 2020 | 2021 | 2022 | 2023 | 2024 | 2025 | 2025
15 1979 | 1978 | 1978 | 1978 | 1980 | 1978 | 1977 | 1977 | 1979 | 1978 | 1976 | 1975 | 1975 | 1974 | 1973 | 1973 | 1972 | 1972 | 1972
20 1917 | 1918 | 1920 | 1922 | 1919 | 1918 | 1918 | 1917 | 1917 | 1917 | 1916 | 1914 | 1914 | 1914 | 1914 | 1915 | 1917 | 1917 | 1918
25 1841 | 1843 | 1848 | 1844 | 1841 | 1841 | 1842 | 1845 | 1841 | 1838 | 1838 | 1838 | 1837 | 1836 | 1835 | 1835 | 1834 | 1833 | 1832
30 1748 | 1753 | 1758 | 1751 | 1750 | 1754 | 1753 | 1748 | 1746 | 1747 | 1749 | 1749 | 1746 | 1744 | 1744 | 1744 | 1745 | 1746 | 1746
35 1641 | 1652 | 1652 | 1646 | 1651 | 1648 | 1640 | 1642 | 1647 | 1645 | 1642 | 1641 | 1640 | 1639 | 1637 | 1636 | 1635 | 1634 | 1633
40 1521 | 1537 | 1529 | 1530 | 1534 | 1521 | 1526 | 1530 | 1524 | 1522 | 1523 | 1524 | 1521 | 1518 | 1517 | 1517 | 1518 | 1519 | 1520
45 1387 | 1411 | 1392 | 1407 | 1390 | 1395 | 1398 | 1390 | 1393 | 1397 | 1389 | 1386 | 1385 | 1385 | 1384 | 1383 | 1382 | 1381 | 1380
50 1241 | 1263 | 1252 | 1254 | 1249 | 1255 | 1247 | 1256 | 1248 | 1242 | 1244 | 1246 | 1243 | 1240 | 1239 | 1238 | 1238 | 1239 | 1240
55 1084 | 1102 | 1106 | 1085 | 1104 | 1092 | 1103 | 1089 | 1092 | 1097 | 1089 | 1086 | 1085 | 1084 | 1083 | 1082 | 1081 | 1080 | 1079
60 916 | 928 935 | 939 | 924 937 924 937 926 | 923 | 925 | 927 923 | 920 918 918 918 918 919
65 742 | 749 | 745 | 752 | 764 | 755 | 758 | 751 | 758 | 755 | 750 | 748 | 749 | 749 | 748 | 748 | 747 | 746 | 745
70 565 | 588 | 593 | 592 | 582 | 573 | 583 | 577 | 572 | 576 | 580 | 577 | 575 | 573 | 572 | 571 | 571 | 571 | 571
75 388 | 401 | 407 | 410 | 401 | 403 | 400 | 408 | 402 | 398 | 398 | 401 | 403 | 404 | 404 | 404 | 403 | 403 | 402
80 223 | 244 | 243 | 241 | 237 | 238 | 233 | 239 | 242 | 241 | 240 | 238 | 237 | 236 | 235 | 234 | 234 | 233 | 233
85 77.8 | 75.0| 76.6 | 84.4 | 96.6 | 94.3|90.2|80.9(70.6|59.9|49.2|39.0|29.5|20.9|13.7|7.81|3.51|0.88]0.00
90 1.44 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: 1.0DEG V(B) Interval: 5.0DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:05 September 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel031CW
POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd

C (DEG)

y (DEG) 95 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185
0 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061
5 2043 | 2042 | 2042 | 2042 | 2042 | 2042 | 2043 | 2043 | 2043 | 2044 | 2045 | 2045 | 2046 | 2048 | 2049 | 2051 | 2052 | 2054 | 2052
10 2025 | 2025 | 2024 | 2024 | 2023 | 2021 | 2020 | 2019 | 2017 | 2016 | 2015 | 2013 | 2015 | 2016 | 2019 | 2022 | 2025 | 2029 | 2025
15 1971 | 1971 | 1970 | 1971 | 1971 | 1973 | 1974 | 1977 | 1981 | 1983 | 1979 | 1976 | 1972 | 1969 | 1971 | 1976 | 1981 | 1988 | 1981
20 1918 | 1918 | 1918 | 1916 | 1915 | 1913 | 1910 | 1908 | 1908 | 1912 | 1917 | 1925 | 1920 | 1914 | 1909 | 1912 | 1920 | 1931 | 1920
25 1832 | 1831 | 1831 | 1832 | 1834 | 1837 | 1842 | 1846 | 1840 | 1835 | 1830 | 1836 | 1846 | 1847 | 1837 | 1832 | 1842 | 1856 | 1843
30 1747 | 1747 | 1746 | 1744 | 1742 | 1739 | 1737 | 1740 | 1747 | 1757 | 1751 | 1742 | 1743 | 1756 | 1754 | 1741 | 1749 | 1767 | 1749
35 1632 | 1632 | 1632 | 1633 | 1636 | 1640 | 1646 | 1639 | 1633 | 1634 | 1646 | 1654 | 1639 | 1639 | 1657 | 1642 | 1642 | 1666 | 1642
40 1520 | 1520 | 1519 | 1517 | 1515 | 1512 | 1511 | 1517 | 1527 | 1523 | 1513 | 1523 | 1538 | 1517 | 1526 | 1530 | 1518 | 1548 | 1519
45 1379 | 1378 | 1379 | 1381 | 1384 | 1390 | 1393 | 1386 | 1378 | 1386 | 1400 | 1385 | 1391 | 1403 | 1382 | 1409 | 1380 | 1417 | 1381
50 1240 | 1240 | 1240 | 1239 | 1237 | 1235 | 1235 | 1243 | 1255 | 1244 | 1236 | 1254 | 1242 | 1253 | 1248 | 1255 | 1240 | 1274 | 1241
55 1078 | 1078 | 1079 | 1080 | 1083 | 1089 | 1092 | 1086 | 1080 | 1090 | 1101 | 1081 | 1099 | 1083 | 1112 | 1085 | 1091 | 1119 | 1093
60 919 | 920 | 920 | 919 | 918 | 917 | 915 | 921 | 930 | 926 | 916 | 937 | 919 | 938 | 918 | 924 | 936 | 953 | 938
65 744 | 744 | 745 | 746 | 748 | 751 | 756 | 754 | 748 | 747 | 760 | 751 | 757 | 747 | 763 | 774 | 770 | 780 | 771
70 572 | 572 | 573 | 573 | 573 | 573 | 571 | 571 | 576 | 583 | 576 | 572 | 585 | 575 | 566 | 566 | 573 | 602 | 576
75 402 | 402 | 402 | 402 | 402 | 403 | 403 | 403 | 403 | 400 | 396 | 405 | 402 | 405 | 396 | 400 | 408 | 425 | 411
80 234 | 235 | 236 | 236 | 237 | 238 | 238 | 238 | 238 | 237 | 239 | 240 | 236 | 238 | 226 | 215 | 220 | 257 | 235
85 0.88 | 3.52|7.87|13.8|21.2|29.9|39.7|50.4|61.8|73.3|84.6|95.3|95.5|91.6|89.9|74.1|55.4| 109 | 90.3
90 0.00 | 0.00| 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/0.00]|4.33]|0.00
H(3) Range:-90 - 90DEG V(B) Range:-80 - 80DEG
H({@®) Interval: 1.0DEG V(B) Interval: 5.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators:

Test Date:05 September 2022

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel031CW
POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--3 UNIT: cd

C (DEG)

y (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280
0 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061
5 2051 | 2049 | 2048 | 2047 | 2046 | 2045 | 2044 | 2044 | 2043 | 2043 | 2043 | 2043 | 2043 | 2043 | 2043 | 2043 | 2043 | 2043 | 2044
10 2022 | 2019 | 2017 | 2015 | 2014 | 2015 | 2016 | 2018 | 2019 | 2021 | 2022 | 2023 | 2024 | 2025 | 2025 | 2026 | 2026 | 2025 | 2025
15 1976 | 1972 | 1970 | 1973 | 1976 | 1980 | 1985 | 1982 | 1978 | 1975 | 1974 | 1972 | 1972 | 1972 | 1972 | 1972 | 1973 | 1973 | 1974
20 1913 | 1909 | 1915 | 1922 | 1926 | 1919 | 1913 | 1910 | 1910 | 1912 | 1915 | 1916 | 1918 | 1919 | 1920 | 1920 | 1920 | 1919 | 1918
25 1833 | 1838 | 1849 | 1847 | 1838 | 1832 | 1837 | 1842 | 1848 | 1845 | 1840 | 1837 | 1835 | 1834 | 1834 | 1834 | 1834 | 1835 | 1836
30 1742 | 1755 | 1758 | 1745 | 1744 | 1753 | 1760 | 1750 | 1743 | 1740 | 1743 | 1745 | 1747 | 1748 | 1749 | 1749 | 1749 | 1748 | 1747
35 1643 | 1659 | 1641 | 1641 | 1658 | 1649 | 1637 | 1637 | 1643 | 1649 | 1644 | 1639 | 1637 | 1636 | 1635 | 1636 | 1636 | 1637 | 1638
40 1532 | 1528 | 1520 | 1542 | 1526 | 1517 | 1527 | 1531 | 1521 | 1515 | 1517 | 1520 | 1522 | 1524 | 1524 | 1525 | 1524 | 1523 | 1522
45 1411 | 1384 | 1407 | 1395 | 1389 | 1405 | 1391 | 1383 | 1391 | 1398 | 1396 | 1390 | 1387 | 1385 | 1384 | 1384 | 1385 | 1386 | 1387
50 1257 | 1251 | 1256 | 1247 | 1260 | 1242 | 1250 | 1262 | 1250 | 1242 | 1242 | 1244 | 1246 | 1247 | 1247 | 1247 | 1246 | 1245 | 1244
55 1087 | 1116 | 1088 | 1105 | 1087 | 1108 | 1097 | 1088 | 1094 | 1100 | 1097 | 1092 | 1089 | 1087 | 1086 | 1087 | 1087 | 1088 | 1088
60 927 | 922 | 943 | 926 | 944 | 924 | 935 | 940 | 930 | 925 | 926 | 928 | 929 | 929 | 929 | 929 | 928 | 927 | 926
65 777 | 768 | 753 | 765 | 759 | 769 | 757 | 758 | 764 | 767 | 762 | 759 | 757 | 756 | 755 | 755 | 755 | 756 | 756
70 571 | 573 | 583 | 594 | 581 | 586 | 594 | 587 | 583 | 583 | 585 | 586 | 585 | 585 | 584 | 584 | 583 | 582 | 581
75 406 | 403 | 414 | 412 | 416 | 407 | 412 | 415 | 416 | 416 | 416 | 417 | 416 | 417 | 416 | 416 | 416 | 416 | 417
80 235 | 239 | 247 | 246 | 251 | 250 | 250 | 251 | 252 | 253 | 253 | 253 | 253 | 252 | 252 | 251 | 250 | 250 | 249
85 99.7 | 105 | 102 | 106 | 107 | 94.0 | 80.7 | 67.6 | 55.0 | 43.2 | 32.4 | 22.9 | 14.9 | 8.47 | 3.78 | 0.95 | 0.00 | 0.94 | 3.75
90 0.00 | 0.00| 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00/|0.00]0.00
H(3) Range:-90 - 90DEG V(B) Range:-80 - 80DEG
H({@®) Interval: 1.0DEG V(B) Interval: 5.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators:

Test Date:05 September 2022

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel0O31CW

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--4 UNIT: cd
C (DEG)
y (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355

0 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061 | 2061
5 2044 | 2044 | 2044 | 2044 | 2044 | 2045 | 2045 | 2045 | 2045 | 2046 | 2046 | 2047 | 2048 | 2049 | 2050
10 2024 | 2023 | 2022 | 2021 | 2021 | 2020 | 2020 | 2019 | 2020 | 2021 | 2020 | 2020 | 2020 | 2021 | 2022
15 1974 | 1974 | 1975 | 1975 | 1976 | 1977 | 1978 | 1979 | 1978 | 1977 | 1978 | 1980 | 1979 | 1978 | 1978
20 1917 | 1916 | 1915 | 1915 | 1915 | 1917 | 1918 | 1917 | 1917 | 1918 | 1918 | 1919 | 1922 | 1920 | 1918
25 1837 | 1837 | 1837 | 1838 | 1839 | 1840 | 1839 | 1841 | 1846 | 1843 | 1841 | 1842 | 1844 | 1848 | 1843
30 1746 | 1746 | 1746 | 1749 | 1751 | 1750 | 1748 | 1747 | 1748 | 1754 | 1754 | 1750 | 1751 | 1758 | 1754
35 1639 | 1639 | 1642 | 1642 | 1643 | 1643 | 1646 | 1648 | 1643 | 1641 | 1649 | 1651 | 1646 | 1652 | 1652
40 1520 | 1520 | 1521 | 1524 | 1526 | 1525 | 1523 | 1525 | 1531 | 1527 | 1521 | 1534 | 1530 | 1529 | 1537
45 1387 | 1388 | 1388 | 1388 | 1389 | 1392 | 1399 | 1395 | 1391 | 1399 | 1396 | 1391 | 1407 | 1392 | 1411
50 1244 | 1244 | 1245 | 1247 | 1249 | 1247 | 1244 | 1250 | 1258 | 1248 | 1256 | 1250 | 1254 | 1253 | 1263
55 1089 | 1090 | 1090 | 1090 | 1090 | 1093 | 1100 | 1095 | 1091 | 1105 | 1093 | 1105 | 1086 | 1107 | 1102
60 925 | 925 | 926 | 929 | 932 | 930 | 927 | 930 | 939 | 926 | 938 | 925 | 940 | 936 | 928
65 757 | 757 | 757 | 756 | 755 | 756 | 760 | 762 | 754 | 761 | 757 | 766 | 753 | 746 | 750
70 581 | 582 | 582 | 583 | 585 | 586 | 582 | 577 | 582 | 587 | 576 | 585 | 593 | 594 | 589
75 416 | 416 | 415 | 413 | 410 | 406 | 405 | 408 | 413 | 404 | 406 | 404 | 412 | 408 | 402
80 249 | 249 | 249 | 249 | 249 | 250 | 250 | 250 | 245 | 238 | 243 | 241 | 247 | 249 | 247
85 8.34 | 14.6 | 22.3|31.4|41.5|52.5|64.0| 75.5|86.8 | 97.2| 100 | 102 | 95.3 | 96.7 | 105
90 0.00 | 0.00 | 0.00| 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00]|0.00]|0.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: 1.0DEG V(B) Interval: 5.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:05 September 2022 Remarks:



