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LAMP PHOTOMETRIC REPORT

MODEL: 92Panel0O31W

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 6005.8 1m “/+1e0
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AVERAGE BEAM ANGEE (50%):113.9 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 2048 2039 2046 2039 2047 2040 2048 2040 0- 10 196.5 196.5 3.27
20 1945 1933 1938 1932 1944 1935 1941 1935 10- 20 563.7 760.3 12.7
30 17717 1766 1764 1764 1776 1769 1770 1769 20- 30 857.0 1617 26.9
40 1551 1543 1535 1537 1552 1544 1543 1547 30— 40 1039 2656 44.2
50 1271 1263 1252 1261 1273 1270 1262 1268 40- 50 1085 3741 62.3
60 943.8 937.2 927.7 934.9 946.8 946.3 939.6 943.5 50- 60 986.3 4727 78.7
70 588.7 581.3 575.0 580.5 590.0 593.7 589.2 588.1 60— 70 755.0 5482 91.3
80 239.4 239.8 233.3 240.4 241.8 254.5 250.5 248.7 70- 80 433.7 5916 98.5
90 3.043 0 0 0 3.490 0 0 0 80- 90 89.75 6006 100
100 90-100

110 100-110

120 110-120
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140 130-140

150 140-150

160 150-160
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180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
H(3) Range:-90 - 90DEG V(B) Range:-80 - 80DEG
H({@®) Interval: O0.5DEG V(B) Interval: 5.0DEG
Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:05 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel0O31W
POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)

y (DEG) 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90

0 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082
5 2074 | 2072 | 2071 | 2070 | 2069 | 2068 | 2067 | 2066 | 2066 | 2065 | 2065 | 2065 | 2065 | 2064 | 2064 | 2064 | 2064 | 2064 | 2064
10 2048 | 2045 | 2043 | 2041 | 2039 | 2039 | 2038 | 2038 | 2039 | 2039 | 2040 | 2041 | 2042 | 2043 | 2044 | 2045 | 2045 | 2046 | 2046
15 2004 | 2000 | 1998 | 1996 | 1996 | 1996 | 1997 | 1999 | 2002 | 2000 | 1998 | 1996 | 1994 | 1993 | 1992 | 1992 | 1992 | 1992 | 1992
20 1945 | 1940 | 1937 | 1936 | 1937 | 1940 | 1942 | 1938 | 1935 | 1933 | 1932 | 1933 | 1934 | 1934 | 1935 | 1936 | 1937 | 1938 | 1938
25 1869 | 1863 | 1861 | 1861 | 1865 | 1864 | 1859 | 1857 | 1858 | 1859 | 1862 | 1860 | 1856 | 1854 | 1853 | 1852 | 1851 | 1851 | 1851
30 1777 | 1771 | 1769 | 1773 | 1773 | 1768 | 1767 | 1768 | 1771 | 1766 | 1764 | 1763 | 1761 | 1761 | 1762 | 1763 | 1764 | 1764 | 1764
35 1671 | 1665 | 1667 | 1673 | 1664 | 1661 | 1665 | 1662 | 1659 | 1658 | 1660 | 1663 | 1659 | 1654 | 1652 | 1651 | 1650 | 1650 | 1650
40 1551 | 1545 | 1549 | 1547 | 1543 | 1546 | 1541 | 1539 | 1542 | 1543 | 1538 | 1535 | 1534 | 1533 | 1533 | 1534 | 1535 | 1535 | 1535
45 1417 | 1412 | 1419 | 1411 | 1412 | 1409 | 1408 | 1413 | 1407 | 1404 | 1403 | 1405 | 1403 | 1399 | 1397 | 1396 | 1395 | 1394 | 1394
50 1271 | 1267 | 1270 | 1265 | 1265 | 1264 | 1267 | 1262 | 1261 | 1263 | 1257 | 1254 | 1253 | 1252 | 1252 | 1252 | 1252 | 1252 | 1252
55 1113 | 1111 | 1109 | 1111 | 1108 | 1110 | 1106 | 1108 | 1104 | 1101 | 1100 | 1101 | 1099 | 1096 | 1093 | 1092 | 1091 | 1090 | 1090
60 944 945 | 940 940 944 939 | 941 937 937 937 933 | 931 929 | 928 928 928 928 928 928
65 767 | 770 | 766 | 768 | 764 | 764 | 763 | 764 | 761 | 760 | 760 | 760 | 758 | 756 | 754 | 753 | 752 | 752 | 751
70 589 | 586 | 585 | 585 | 584 | 585 | 583 | 582 | 583 | 581 | 580 | 579 | 578 | 578 | 577 | 576 | 576 | 575 | 575
75 409 | 407 | 407 | 406 | 406 | 405 | 405 | 405 | 404 | 403 | 403 | 404 | 405 | 405 | 405 | 405 | 405 | 404 | 404
80 239 | 237 | 233 | 235 | 238 | 237 | 237 | 239 | 240 | 240 | 239 | 238 | 237 | 236 | 236 | 235 | 234 | 234 | 233
85 93.4 | 65.8 | 74.6 | 86.4 [ 93.2 | 93.9(91.5(81.9|71.4|60.5|49.6(39.2|29.6|21.1|13.7|7.84|3.51|0.88|0.00
90 3.04|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00|0.00]0.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: O0.5DEG V(B) Interval: 5.0DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:
Test Date:05 September 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel0O31W
POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd

C (DEG)

y (DEG) 95 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185
0 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082
5 2064 | 2064 | 2064 | 2064 | 2064 | 2064 | 2064 | 2065 | 2065 | 2066 | 2066 | 2067 | 2068 | 2068 | 2070 | 2071 | 2072 | 2074 | 2072
10 2045 | 2045 | 2044 | 2043 | 2043 | 2041 | 2040 | 2039 | 2039 | 2038 | 2038 | 2038 | 2038 | 2039 | 2040 | 2042 | 2044 | 2047 | 2045
15 1991 | 1991 | 1992 | 1992 | 1992 | 1994 | 1995 | 1996 | 1999 | 2001 | 1998 | 1996 | 1995 | 1994 | 1995 | 1997 | 2000 | 2004 | 2000
20 1938 | 1937 | 1936 | 1935 | 1933 | 1932 | 1932 | 1931 | 1932 | 1933 | 1936 | 1940 | 1938 | 1935 | 1935 | 1936 | 1939 | 1944 | 1939
25 1851 | 1851 | 1851 | 1852 | 1853 | 1855 | 1858 | 1860 | 1857 | 1856 | 1856 | 1858 | 1862 | 1863 | 1859 | 1859 | 1862 | 1868 | 1862
30 1764 | 1763 | 1762 | 1761 | 1760 | 1760 | 1759 | 1761 | 1764 | 1769 | 1767 | 1765 | 1766 | 1771 | 1770 | 1767 | 1769 | 1776 | 1770
35 1650 | 1650 | 1650 | 1651 | 1652 | 1655 | 1658 | 1655 | 1654 | 1655 | 1661 | 1665 | 1661 | 1661 | 1666 | 1662 | 1664 | 1673 | 1665
40 1535 | 1534 | 1533 | 1532 | 1531 | 1531 | 1531 | 1533 | 1537 | 1537 | 1536 | 1540 | 1546 | 1541 | 1542 | 1544 | 1544 | 1552 | 1545
45 1394 | 1394 | 1395 | 1396 | 1398 | 1401 | 1403 | 1400 | 1400 | 1402 | 1407 | 1404 | 1408 | 1412 | 1408 | 1413 | 1410 | 1419 | 1411
50 1252 | 1252 | 1251 | 1251 | 1250 | 1251 | 1252 | 1255 | 1261 | 1257 | 1257 | 1261 | 1260 | 1264 | 1265 | 1265 | 1265 | 1273 | 1266
55 1090 | 1090 | 1091 | 1092 | 1094 | 1097 | 1099 | 1098 | 1098 | 1101 | 1105 | 1102 | 1105 | 1104 | 1112 | 1106 | 1107 | 1115 | 1109
60 928 927 927 927 927 928 929 | 931 935 | 935 | 935 | 939 | 936 | 938 938 940 940 947 942
65 751 | 752 | 753 | 754 | 755 | 756 | 759 | 758 | 758 | 759 | 762 | 761 | 763 | 762 | 762 | 768 | 765 | 771 | 767
70 575 | 575 | 576 | 576 | 577 | 578 | 578 | 579 | 580 | 582 | 581 | 582 | 583 | 583 | 583 | 584 | 585 | 590 | 588
75 404 | 405 | 405 | 405 | 405 | 405 | 404 | 403 | 402 | 403 | 404 | 405 | 405 | 405 | 405 | 405 | 408 | 410 | 411
80 234 | 234 | 235 | 236 | 237 | 238 | 239 | 240 | 240 | 240 | 239 | 237 | 238 | 238 | 234 | 226 | 229 | 242 | 243
85 0.88 | 3.52|7.84|13.7|21.1|29.7|39.4|49.9|61.0|72.2(83.2|93.4|95.4|94.5|87.2|74.7|62.5|94.2]99.8
90 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/0.00]|3.490.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: O0.5DEG V(B) Interval: 5.0DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:
Test Date:05 September 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel0O31W
POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--3 UNIT: cd

C (DEG)

y (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280
0 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082
5 2071 | 2070 | 2069 | 2068 | 2067 | 2067 | 2066 | 2066 | 2066 | 2065 | 2065 | 2065 | 2065 | 2065 | 2065 | 2065 | 2065 | 2065 | 2065
10 2042 | 2041 | 2040 | 2039 | 2039 | 2039 | 2039 | 2040 | 2041 | 2042 | 2044 | 2045 | 2046 | 2046 | 2047 | 2047 | 2048 | 2047 | 2047
15 1998 | 1996 | 1996 | 1996 | 1998 | 2000 | 2003 | 2002 | 1999 | 1997 | 1996 | 1995 | 1995 | 1995 | 1994 | 1994 | 1995 | 1995 | 1994
20 1936 | 1936 | 1937 | 1940 | 1943 | 1939 | 1936 | 1935 | 1935 | 1935 | 1936 | 1937 | 1939 | 1940 | 1940 | 1941 | 1941 | 1941 | 1940
25 1860 | 1861 | 1865 | 1864 | 1860 | 1859 | 1860 | 1862 | 1864 | 1863 | 1860 | 1858 | 1857 | 1856 | 1856 | 1856 | 1856 | 1855 | 1856
30 1769 | 1772 | 1773 | 1769 | 1768 | 1771 | 1774 | 1769 | 1766 | 1765 | 1765 | 1766 | 1767 | 1768 | 1769 | 1770 | 1770 | 1769 | 1768
35 1664 | 1669 | 1664 | 1665 | 1670 | 1666 | 1661 | 1660 | 1661 | 1664 | 1661 | 1659 | 1658 | 1657 | 1657 | 1656 | 1656 | 1656 | 1656
40 1546 | 1545 | 1544 | 1551 | 1545 | 1542 | 1543 | 1544 | 1540 | 1539 | 1539 | 1539 | 1540 | 1541 | 1542 | 1543 | 1543 | 1542 | 1542
45 1415 | 1411 | 1417 | 1413 | 1410 | 1413 | 1409 | 1408 | 1409 | 1412 | 1410 | 1408 | 1405 | 1404 | 1403 | 1403 | 1403 | 1402 | 1403
50 1268 | 1269 | 1269 | 1266 | 1268 | 1264 | 1266 | 1270 | 1265 | 1262 | 1261 | 1261 | 1261 | 1261 | 1262 | 1262 | 1262 | 1262 | 1261
55 1109 | 1116 | 1110 | 1112 | 1110 | 1114 | 1111 | 1109 | 1108 | 1110 | 1108 | 1106 | 1104 | 1102 | 1102 | 1101 | 1101 | 1101 | 1101
60 943 | 943 | 945 | 944 948 945 | 945 | 946 | 943 | 941 940 940 940 940 940 940 940 939 | 939
65 772 | 769 | 770 | 772 | 771 | 773 | 771 | 770 | 771 | 772 | 770 | 769 | 767 | 766 | 765 | 765 | 764 | 764 | 764
70 590 | 591 | 592 | 594 | 593 | 593 | 595 | 594 | 593 | 593 | 592 | 592 | 591 | 590 | 590 | 590 | 589 | 589 | 589
75 412 | 413 | 415 | 416 | 417 | 417 | 417 | 416 | 417 | 419 | 420 | 421 | 421 | 421 | 421 | 420 | 420 | 420 | 419
80 245 | 247 | 248 | 249 | 249 | 252 | 254 | 254 | 255 | 255 | 254 | 254 | 253 | 253 | 252 | 251 | 251 | 250 | 250
85 101 | 103 | 105 | 106 | 105 | 92.5| 79.7 | 66.9 | 54.5 | 42.9 | 32.3 | 22.9|14.9 | 8.46 | 3.79 | 0.95| 0.00 | 0.95 | 3.76
90 0.00 | 0.00| 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00/|0.00]0.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: O0.5DEG V(B) Interval: 5.0DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:
Test Date:05 September 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel0O31W
POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--4 UNIT: cd

C (DEG)

y (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355
0 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082 | 2082
5 2065 | 2065 | 2065 | 2065 | 2065 | 2066 | 2066 | 2066 | 2067 | 2067 | 2068 | 2069 | 2070 | 2071 | 2072
10 2046 | 2045 | 2045 | 2044 | 2043 | 2042 | 2040 | 2040 | 2039 | 2039 | 2039 | 2040 | 2041 | 2043 | 2045
15 1995 | 1995 | 1996 | 1996 | 1997 | 2000 | 2002 | 2004 | 2001 | 1999 | 1996 | 1996 | 1997 | 1998 | 2001
20 1939 | 1939 | 1937 | 1936 | 1935 | 1935 | 1935 | 1937 | 1939 | 1944 | 1941 | 1938 | 1937 | 1937 | 1940
25 1856 | 1857 | 1858 | 1860 | 1862 | 1864 | 1862 | 1860 | 1859 | 1861 | 1865 | 1866 | 1862 | 1861 | 1863
30 1768 | 1767 | 1766 | 1765 | 1766 | 1767 | 1769 | 1773 | 1771 | 1769 | 1770 | 1774 | 1774 | 1770 | 1771
35 1656 | 1658 | 1659 | 1664 | 1667 | 1664 | 1662 | 1662 | 1664 | 1667 | 1663 | 1665 | 1674 | 1667 | 1666
40 1541 | 1540 | 1539 | 1539 | 1540 | 1542 | 1547 | 1545 | 1543 | 1544 | 1547 | 1545 | 1548 | 1550 | 1546
45 1403 | 1404 | 1406 | 1409 | 1410 | 1408 | 1408 | 1411 | 1416 | 1411 | 1411 | 1413 | 1412 | 1420 | 1413
50 1261 | 1260 | 1260 | 1260 | 1260 | 1263 | 1268 | 1265 | 1265 | 1270 | 1267 | 1267 | 1267 | 1271 | 1268
55 1101 | 1102 | 1104 | 1106 | 1108 | 1106 | 1106 | 1108 | 1111 | 1109 | 1113 | 1109 | 1112 | 1110 | 1111
60 938 | 938 | 938 | 938 | 939 | 940 | 943 | 942 | 941 | 944 | 942 | 946 | 941 | 941 | 945
65 764 | 765 | 766 | 767 | 768 | 767 | 766 | 766 | 769 | 767 | 768 | 767 | 769 | 767 | 770
70 589 | 589 | 589 | 588 | 588 | 588 | 588 | 588 | 587 | 587 | 589 | 587 | 587 | 587 | 587
75 419 | 418 | 418 | 416 | 414 | 412 | 410 | 410 | 410 | 410 | 409 | 409 | 408 | 408 | 408
80 251 | 250 | 250 | 250 | 250 | 249 | 249 | 247 | 245 | 242 | 242 | 241 | 240 | 240 | 239
85 8.39|14.7 | 22.5|31.6|41.8 | 52.9 | 64.4 | 76.2 | 87.6 | 98.4 | 99.9 | 98.7 | 96.9 | 94.7 | 95.0
90 0.00 | 0.00 | 0.00| 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00]|0.00]|0.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: O0.5DEG V(B) Interval: 5.0DEG
Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:05 September 2022 Remarks:



