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LAMP PHOTOMETRIC REPORT

MODEL: 93FGNL6030/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 3356.7 1m “/+1e0
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AVERAGE BEAM ANGEE (50%):113.5 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1156 1154 1151 1147 1146 1148 1152 1155 0- 10 110.9 110.9 3.3
20 1100 1099 1092 1083 1080 1085 1094 1100 10- 20 317.9 428.8 12.8
30 1004 1004 996.1 982.8 977.4 985.6 999.5 1006 20- 30 482.8 911.6 27.2
40 876.3 876.2 868.2 850.1 843.0 853.6 872.3 878.8 30— 40 584.0 1496 44.6
50 719.8 719.5 711.3 689.1 681.0 693.5 716.3 722.7 40- 50 608.5 2104 62.7
60 538.9 537.5 528.4 503.6 495.7 508.9 534.6 542.0 50- 60 552.0 2656 79.1
70 339.2 335.7 325.4 300.2 293.0 305.4 332.5 341.6 60— 70 419.3 3075 91.6
80 137.0 132.4 121.2 100.6 95.67 102.3 127.4 138.0 70- 80 230.5 3306 98.5
90 2.876 2.302 1.994 1.958 1.658 1.700 1.757 2.912 80- 90 50.78 3357 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:30 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93FGNL6030/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171
5 1168 | 1168 | 1168 | 1168 | 1168 | 1168 | 1167 | 1167 | 1166 | 1166 | 1165 | 1165 | 1165 | 1165 | 1164 | 1164 | 1164 | 1164 | 1164
10 1156 | 1156 | 1156 | 1156 | 1155 | 1154 | 1153 | 1152 | 1151 | 1151 | 1150 | 1149 | 1149 | 1148 | 1147 | 1147 | 1146 | 1146 | 1146
15 1134 | 1134 | 1133 | 1133 | 1132 | 1131 | 1130 | 1128 | 1127 | 1126 | 1124 | 1123 | 1122 | 1121 | 1119 | 1119 | 1118 | 1117 | 1118
20 1100 | 1100 | 1100 | 1100 | 1099 | 1098 | 1096 | 1095 | 1093 | 1092 | 1090 | 1088 | 1086 | 1084 | 1082 | 1081 | 1080 | 1080 | 1080
25 1057 | 1057 | 1057 | 1057 | 1056 | 1056 | 1054 | 1052 | 1050 | 1048 | 1046 | 1044 | 1041 | 1039 | 1036 | 1035 | 1033 | 1033 | 1033
30 1004 | 1005 | 1004 | 1004 | 1004 | 1004 | 1003 | 1001 | 998 996 | 993 | 991 987 984 981 979 | 977 977 977
35 944 944 944 944 944 944 943 | 942 939 | 936 | 933 | 929 | 925 | 922 918 916 | 914 914 914
40 876 | 876 | 876 | 876 | 876 | 877 | 876 | 875 | 871 | 868 | 864 | 861 | 856 | 852 | 848 | 846 | 843 | 843 | 843
45 801 | 802 | 801 | 801 | 801 | 802 | 800 | 800 | 797 | 793 | 789 | 785 | 779 | 775 | 771 | 768 | 765 | 765 | 765
50 720 | 720 | 720 | 720 | 719 | 720 | 718 | 718 | 715 | 711 | 707 | 702 696 | 692 687 684 681 681 681
55 632 632 632 632 631 632 630 630 627 623 | 618 612 607 602 | 597 | 594 | 591 | 590 | 591
60 539 | 539 | 538 | 538 | 537 | 538 | 536 | 535 | 533 | 528 | 523 | 517 | 511 | 506 | 501 | 498 | 495 | 495 | 496
65 441 | 441 | 440 | 440 | 439 | 438 | 437 | 436 | 433 | 429 | 423 | 417 | 411 | 406 | 401 | 398 | 395 | 395 | 396
70 339 | 339 | 338 | 338 | 336 | 335 | 333 | 332 | 329 | 325 | 319 | 314 | 307 | 303 | 298 | 295 | 292 | 292 | 293
75 236 | 236 | 235 | 235 | 233 | 231 | 228 | 227 | 224 | 221 | 215 | 209 | 203 | 199 | 195 | 192 | 190 | 190 | 191
80 137 | 137 | 136 | 135 | 133 | 132 | 128 | 125 | 124 | 121 | 116 | 111 | 106 | 103 | 98.5 | 96.9 | 94.6 | 94.8 | 95.7
85 51.7 | 51.5 | 50.4 | 49.8 | 48.3 | 47.2 | 44.9 | 42.6 | 39.1 | 38.4 | 35.0 | 32.2 | 29.0 | 26.8 | 24.5 | 23.3 | 22.3 | 22.2 | 22.7
90 2.882.76 | 2.64 | 2.50 | 2.38 |2.23|2.12 |2.03|2.01|1.99(2.00|2.00|1.98|1.98|1.94|1.94|1.91|1.92|1.66
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:30 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:




EV=RFINE

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93FGNL6030/BL
POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171 | 1171
5 1164 | 1165 | 1165 | 1165 | 1165 | 1166 | 1166 | 1166 | 1167 | 1167 | 1167 | 1168 | 1168 | 1168 | 1169 | 1169 | 1168
10 1146 | 1147 | 1147 | 1148 | 1149 | 1150 | 1150 | 1151 | 1152 | 1153 | 1154 | 1154 | 1155 | 1156 | 1156 | 1156 | 1156
15 1118 | 1119 | 1120 | 1121 | 1122 | 1124 | 1125 | 1126 | 1128 | 1129 | 1130 | 1131 | 1132 | 1133 | 1134 | 1134 | 1134
20 1080 | 1081 | 1082 | 1084 | 1086 | 1089 | 1090 | 1092 | 1094 | 1096 | 1097 | 1099 | 1100 | 1101 | 1101 | 1101 | 1100
25 1033 | 1035 | 1036 | 1039 | 1041 | 1044 | 1046 | 1049 | 1051 | 1053 | 1055 | 1057 | 1058 | 1058 | 1058 | 1058 | 1057
30 978 | 979 | 981 | 984 | 987 | 991 | 994 | 997 | 999 | 1002 | 1004 | 1006 | 1006 | 1006 | 1006 | 1006 | 1005
35 914 | 916 | 918 | 922 | 925 | 929 | 933 | 937 | 940 | 942 | 945 | 947 | 946 | 946 | 946 | 946 | 945
40 843 | 846 | 848 | 852 | 855 | 861 | 865 | 870 | 872 | 876 | 878 | 879 | 879 | 879 | 878 | 878 | 877
45 766 | 768 | 770 | 775 | 779 | 784 | 789 | 794 | 798 | 801 | 803 | 804 | 804 | 804 | 804 | 803 | 802
50 681 | 684 | 686 | 691 | 696 | 702 | 707 | 713 | 716 | 720 | 722 | 723 | 722 | 723 | 723 | 722 | 721
55 591 | 594 | 597 | 602 | 606 | 613 | 618 | 624 | 628 | 633 | 634 | 635 | 635 | 635 | 635 | 635 | 633
60 496 | 499 | 502 | 507 | 511 | 518 | 523 | 530 | 535 | 539 | 540 | 541 | 542 | 542 | 542 | 542 | 540
65 396 | 399 | 402 | 407 | 411 | 418 | 424 | 431 | 436 | 440 | 440 | 443 | 443 | 444 | 444 | 444 | 442
70 294 | 296 | 299 | 303 | 308 | 315 | 320 | 328 | 333 | 336 | 337 | 340 | 341 | 342 | 342 | 342 | 341
75 191 | 194 | 196 | 197 | 200 | 210 | 216 | 223 | 228 | 231 | 233 | 236 | 237 | 239 | 239 | 239 | 238
80 95.8 | 98.2 | 99.3 | 102 | 103 | 106 | 115 | 123 | 127 | 130 | 133 | 136 | 137 | 139 | 139 | 140 | 139
85 23.0|24.3|25.4|27.329.0|31.1|32.0|38.7|42.8|45.0 | 46.9|49.3|50.7|52.5|52.8|53.5] 52.7
90 1.66|1.66|1.67 |1.68|1.72|1.72 |1.74|1.74|1.76 |2.02|2.34|2.59|2.85|2.98|3.05|3.00|2.90
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:30 August 2022 Remarks:




