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LAMP PHOTOMETRIC REPORT

MODEL: 93M20FGL0640/BL

POWER: 6W VOLTAGE: 48V WORKING VOLTAGE: 48V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):38.0 DEG
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TOTAL FLUX: 544.91 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

974.9 970.9 956.7 937.5 934.9 944.9 975.6 993.4 100.2 100.2 18.4

553.9 541.9 520.9 514.8 515.8 516.4 537.1 570.8 208.1 308.3 56.6

201.1 191.5 172.7 179.1 184.6 178.5 178.2 205.8 152.4 460.7 84.5

54.45 48.34 40.93 43.92 48.34 42.48 38.77 48.79 63.10 523.8 96.1

13.55 11.42 6.963 9.442 11.05 9.084 6.494 11.15 18.55 542.3 99.5

0.1114 0.0925 0.0736 0.0858 0 0.0082 0.0164 0.0068 2.547 544.9 100

0.0217 0.0109 0 0.0082 0 0 0.0000 0 0.0233 544.9 100

0 0 0 0 0 0 0 0 0.0015 544.9 100

0 0 0 0 0 0 0 0 0 544.9 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93M20FGL0640/BL

POWER: 6W VOLTAGE: 48V WORKING VOLTAGE: 48V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1149

5 1103

10 975

15 781

20 554

25 342

30 201

35 105

40 54.5

45 28.6

50 13.6

55 2.15

60 0.11

65 0.06

70 0.02

75 0.00

80 0.00

85 0.00

90 0.00

10

1149

1105

976

781

555

342

202

107

54.6

28.8

13.8

2.27

0.08

0.03

0.00

0.00

0.00

0.00

0.00

20

1149

1103

974

774

549

340

201

106

53.6

28.2

13.7

2.36

0.11

0.06

0.02

0.00

0.00

0.00

0.00

30

1149

1104

973

772

548

339

199

104

52.1

27.1

13.1

2.43

0.08

0.03

0.00

0.00

0.00

0.00

0.00

40

1149

1103

971

768

544

335

194

100

49.5

25.0

12.0

2.28

0.11

0.06

0.02

0.00

0.00

0.00

0.00

50

1149

1103

970

766

540

331

190

97.5

47.2

23.1

10.8

2.02

0.08

0.03

0.00

0.00

0.00

0.00

0.00

60

1149

1100

967

762

535

324

184

93.9

44.7

21.1

9.67

1.74

0.10

0.05

0.02

0.00

0.00

0.00

0.00

70

1149

1099

964

758

529

320

180

91.7

43.2

20.0

8.87

1.48

0.08

0.03

0.00

0.00

0.00

0.00

0.00

80

1149

1097

959

751

523

313

174

93.8

41.7

18.8

7.70

1.05

0.12

0.05

0.02

0.00

0.00

0.00

0.00

90

1149

1094

957

749

521

309

173

87.2

40.9

18.1

6.96

0.85

0.07

0.03

0.00

0.00

0.00

0.00

0.00

100

1149

1090

950

745

518

308

172

91.7

40.5

17.8

7.06

0.86

0.12

0.07

0.02

0.00

0.00

0.00

0.00

110

1149

1088

947

742

517

309

173

87.3

40.4

18.0

7.49

0.88

0.07

0.03

0.00

0.00

0.00

0.00

0.00

120

1149

1084

942

736

515

310

174

93.1

41.0

19.0

8.09

0.98

0.10

0.05

0.02

0.00

0.00

0.00

0.00

130

1149

1083

939

733

515

313

178

90.4

43.0

20.5

8.96

1.11

0.07

0.02

0.00

0.00

0.00

0.00

0.00

140

1149

1081

936

727

514

314

180

92.1

44.8

22.1

9.92

1.15

0.10

0.05

0.02

0.00

0.00

0.00

0.00

150

1149

1082

933

726

514

314

182

94.6

46.4

23.4

10.7

1.24

0.07

0.02

0.00

0.00

0.00

0.00

0.00

160

1149

1081

930

723

511

312

182

95.3

47.3

24.0

11.1

1.32

0.10

0.05

0.02

0.00

0.00

0.00

0.00

170

1149

1081

930

724

512

313

183

96.5

47.9

24.3

11.1

1.41

0.07

0.03

0.00

0.00

0.00

0.00

0.00

180

1149

1083

935

730

516

316

185

96.9

48.3

24.4

11.0

1.20

0.00

0.00

0.00

0.00

0.00

0.00

0.00

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93M20FGL0640/BL

POWER: 6W VOLTAGE: 48V WORKING VOLTAGE: 48V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1149

5 1083

10 935

15 730

20 513

25 312

30 183

35 94.9

40 47.5

45 23.8

50 10.7

55 1.04

60 0.01

65 0.01

70 0.00

75 0.00

80 0.00

85 0.00

90 0.00

200

1149

1082

936

729

513

311

182

94.4

46.9

23.6

10.5

0.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

1149

1081

938

732

513

310

181

91.9

45.7

23.1

10.2

0.80

0.01

0.00

0.00

0.00

0.00

0.00

0.00

220

1149

1083

943

737

516

311

180

90.3

43.9

21.8

9.59

0.74

0.00

0.00

0.00

0.00

0.00

0.00

0.00

230

1149

1084

947

743

516

311

177

92.7

41.1

20.0

8.58

0.64

0.02

0.00

0.00

0.00

0.00

0.00

0.00

240

1149

1086

955

751

521

313

176

86.0

39.5

18.5

7.75

0.68

0.00

0.00

0.00

0.00

0.00

0.00

0.00

250

1149

1089

961

758

522

313

175

84.5

38.6

17.6

7.00

0.53

0.02

0.01

0.00

0.00

0.00

0.00

0.00

260

1149

1093

969

768

530

318

176

84.1

38.9

17.6

6.64

0.48

0.01

0.00

0.00

0.00

0.00

0.00

0.00

270

1149

1096

976

777

537

322

178

84.3

38.8

17.8

6.49

0.38

0.02

0.01

0.00

0.00

0.00

0.00

0.00

280

1149

1099

982

790

548

331

184

87.6

40.4

18.4

7.03

0.61

0.01

0.00

0.00

0.00

0.00

0.00

0.00

290

1149

1101

987

796

554

338

189

91.0

42.5

19.5

8.00

0.88

0.02

0.01

0.00

0.00

0.00

0.00

0.00

300

1149

1104

991

806

564

346

197

96.6

45.1

21.5

9.19

1.10

0.00

0.00

0.00

0.00

0.00

0.00

0.00

310

1149

1106

993

808

568

352

203

99.8

47.5

23.4

10.5

1.52

0.01

0.01

0.00

0.00

0.00

0.00

0.00

320

1149

1108

994

811

574

357

208

104

50.1

25.4

11.8

1.83

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

1149

1108

991

805

572

356

209

106

51.7

26.6

12.8

2.10

0.02

0.00

0.00

0.00

0.00

0.00

0.00

340

1149

1109

990

803

570

356

209

108

53.8

27.9

13.4

2.29

0.00

0.00

0.00

0.00

0.00

0.00

0.00

350

1149

1107

984

796

565

351

206

108

54.8

28.5

13.5

2.16

0.02

0.00

0.00

0.00

0.00

0.00

0.00

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 November 2022 Remarks:


