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LAMP PHOTOMETRIC REPORT

MODEL: 93M20TL0540/BL

POWER: 5W VOLTAGE: 48V WORKING VOLTAGE: 48V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):33.1 DEG
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TOTAL FLUX: 305.13 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

591.5 605.3 633.8 660.4 662.8 641.6 617.1 594.8 67.78 67.78 22.2

259.4 267.0 290.0 318.4 325.5 308.1 291.7 270.0 124.4 192.2 63

76.81 76.94 88.29 101.4 101.2 95.02 89.42 84.70 79.00 271.2 88.9

14.40 14.43 14.80 16.96 18.32 18.78 17.70 16.08 28.17 299.3 98.1

1.587 1.459 1.323 1.524 1.774 2.226 1.971 1.714 5.416 304.8 99.9

0.0438 0.0303 0.0190 0.0425 0 0.0096 0.0193 0.0069 0.3686 305.1 100

0 0.0000 0 0.0000 0 0 0 0 0.0066 305.1 100

0 0 0 0 0 0 0 0 0.0000 305.1 100

0 0 0 0 0 0 0 0 0 305.1 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:09 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93M20TL0540/BL

POWER: 5W VOLTAGE: 48V WORKING VOLTAGE: 48V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 796

5 734

10 591

15 415

20 259

25 146

30 76.8

35 35.8

40 14.4

45 5.63

50 1.59

55 0.21

60 0.04

65 0.02

70 0.00

75 0.00

80 0.00

85 0.00

90 0.00

10

796

738

595

417

259

148

77.5

36.1

14.3

5.42

1.49

0.17

0.02

0.00

0.00

0.00

0.00

0.00

0.00

20

796

738

595

416

259

146

76.6

35.8

14.0

5.38

1.49

0.18

0.04

0.02

0.00

0.00

0.00

0.00

0.00

30

796

742

601

422

263

148

76.9

35.9

14.3

5.59

1.59

0.15

0.02

0.00

0.00

0.00

0.00

0.00

0.00

40

796

742

602

424

265

148

76.1

35.7

14.4

5.55

1.49

0.19

0.04

0.01

0.00

0.00

0.00

0.00

0.00

50

796

747

609

429

269

151

77.8

36.3

14.5

5.40

1.43

0.17

0.02

0.00

0.00

0.00

0.00

0.00

0.00

60

796

749

612

432

271

153

82.7

36.4

13.5

5.03

1.32

0.18

0.05

0.01

0.00

0.00

0.00

0.00

0.00

70

796

754

618

441

277

163

82.8

38.2

13.3

4.65

1.17

0.15

0.02

0.00

0.00

0.00

0.00

0.00

0.00

80

796

756

623

445

280

160

88.6

39.4

13.6

4.65

1.07

0.19

0.04

0.02

0.00

0.00

0.00

0.00

0.00

90

796

761

634

456

290

172

88.3

41.2

14.8

5.27

1.32

0.16

0.02

0.00

0.00

0.00

0.00

0.00

0.00

100

796

764

639

465

297

169

89.3

42.1

15.9

5.69

1.40

0.20

0.05

0.01

0.00

0.00

0.00

0.00

0.00

110

796

768

649

475

306

177

93.2

43.8

16.6

6.02

1.53

0.18

0.02

0.00

0.00

0.00

0.00

0.00

0.00

120

796

770

653

480

311

180

96.2

45.3

16.5

5.94

1.57

0.20

0.06

0.02

0.00

0.00

0.00

0.00

0.00

130

796

773

660

488

318

186

101

47.6

16.9

5.74

1.53

0.17

0.03

0.00

0.00

0.00

0.00

0.00

0.00

140

796

774

661

490

319

188

102

48.8

17.1

5.85

1.52

0.20

0.06

0.02

0.00

0.00

0.00

0.00

0.00

150

796

775

667

497

325

191

104

49.5

18.4

6.43

1.73

0.18

0.03

0.00

0.00

0.00

0.00

0.00

0.00

160

796

775

666

499

327

191

101

48.6

18.7

6.82

1.92

0.22

0.06

0.02

0.00

0.00

0.00

0.00

0.00

170

796

776

668

503

330

192

102

48.7

19.0

6.89

2.07

0.19

0.03

0.00

0.00

0.00

0.00

0.00

0.00

180

796

772

663

496

326

189

101

47.8

18.3

6.67

1.77

0.12

0.00

0.00

0.00

0.00

0.00

0.00

0.00

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:09 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93M20TL0540/BL

POWER: 5W VOLTAGE: 48V WORKING VOLTAGE: 48V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 796

5 770

10 658

15 490

20 320

25 188

30 100

35 47.9

40 18.3

45 6.48

50 1.61

55 0.13

60 0.02

65 0.00

70 0.00

75 0.00

80 0.00

85 0.00

90 0.00

200

796

768

656

488

318

187

101

48.3

18.5

6.64

1.65

0.11

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

796

764

649

481

313

183

97.6

46.8

18.6

6.94

1.91

0.16

0.01

0.00

0.00

0.00

0.00

0.00

0.00

220

796

761

645

479

311

182

96.4

46.1

18.8

7.47

2.18

0.14

0.00

0.00

0.00

0.00

0.00

0.00

0.00

230

796

757

638

472

305

178

93.7

45.4

18.7

7.39

2.27

0.16

0.02

0.00

0.00

0.00

0.00

0.00

0.00

240

796

754

635

469

305

178

95.0

45.6

18.8

7.22

2.01

0.13

0.00

0.00

0.00

0.00

0.00

0.00

0.00

250

796

750

628

462

300

174

93.3

45.4

18.0

6.73

1.84

0.15

0.02

0.00

0.00

0.00

0.00

0.00

0.00

260

796

747

624

459

298

179

93.0

44.8

17.9

6.73

1.87

0.12

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

796

743

617

451

292

169

89.4

43.0

17.7

6.86

1.97

0.15

0.02

0.00

0.00

0.00

0.00

0.00

0.00

280

796

741

612

445

289

172

87.5

42.2

17.5

7.05

2.17

0.17

0.00

0.00

0.00

0.00

0.00

0.00

0.00

290

796

737

605

437

282

161

89.1

41.1

17.2

6.77

2.14

0.16

0.02

0.00

0.00

0.00

0.00

0.00

0.00

300

796

737

602

434

278

166

85.3

41.0

17.0

6.52

1.91

0.13

0.00

0.00

0.00

0.00

0.00

0.00

0.00

310

796

733

596

427

271

156

87.1

40.1

16.2

6.21

1.75

0.14

0.01

0.00

0.00

0.00

0.00

0.00

0.00

320

796

733

594

424

269

155

82.3

39.6

15.9

6.05

1.68

0.11

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

796

731

590

419

264

151

83.0

37.8

15.3

5.91

1.66

0.15

0.01

0.00

0.00

0.00

0.00

0.00

0.00

340

796

732

590

418

263

150

77.6

36.7

15.1

5.89

1.68

0.13

0.00

0.00

0.00

0.00

0.00

0.00

0.00

350

796

731

587

414

259

145

75.5

35.5

14.6

5.61

1.47

0.17

0.01

0.00

0.00

0.00

0.00

0.00

0.00

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:09 November 2022 Remarks:


