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LAMP PHOTOMETRIC REPORT

MODEL: 93TLOM3040/WH

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2718.1 1m ~/+180
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AVERAGE BEAM ANGLE (50%) :21.7 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 5147 4689 4590 4936 5535 5832 5827 5591 0- 10 684.1 684.1 25.2
20 1734 1678 1660 1755 1843 1922 1904 1863 10- 20 853.8 1538 56.6
30 990.3 965.5 958.9 979.9 1016 1036 1031 1016 20- 30 588.0 2126 78.2
40 143.7 128.7 133.6 141.2 144.0 206.8 172.9 143.6 30— 40 345.5 2471 90.9
50 86.25 85.10 88.00 90.27 90.36 88.60 88.67 86.97 40- 50 86.22 2558 94.1
60 56.39 55.01 55.14 56.73 58.33 59.55 59.79 58.37 50- 60 63.20 2621 96.4
70 43.64 42.55 42.90 44.03 45.23 46.20 46.27 45.29 60— 70 50.66 2672 98.3
80 19.59 19.27 19.90 20.91 21.84 22.13 21.67 20.68 70- 80 36.27 2708 99.6
90 0.3003 0.3012 0.3024 0.3019 0.3354 0.3582 0.3405 0.3265 80- 90 10.32 2718 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:19 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93TLOM3040/WH

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512
5 7997 | 7922 | 7793 | 7742 | 7634 | 7620 | 7541 | 7558 | 7521 | 7588 | 7589 | 7687 | 7736 | 7875 | 7935 | 8077 | 8149 | 8298 | 8392
10 5147 | 5067 | 4915 | 4841 | 4709 | 4669 | 4577 | 4576 | 4531 | 4590 | 4606 | 4701 | 4746 | 4890 | 4983 | 5157 | 5249 | 5427 | 5535
15 2895 | 2864 | 2793 | 2768 | 2715 | 2696 | 2654 | 2654 | 2633 | 2657 | 2657 | 2708 | 2728 | 2798 | 2837 | 2923 | 2967 | 3063 | 3128
20 1734 | 1805 | 1701 | 1765 | 1680 | 1676 | 1657 | 1662 | 1648 | 1660 | 1654 | 1681 | 1686 | 1781 | 1729 | 1840 | 1778 | 1900 | 1843
25 1197 | 1194 | 1181 | 1177 | 1164 | 1164 | 1152 | 1155 | 1147 | 1153 | 1152 | 1164 | 1167 | 1185 | 1189 | 1207 | 1211 | 1235 | 1248
30 990 | 987 | 976 | 974 | 964 | 966 | 958 | 961 | 953 | 959 | 956 | 966 | 965 | 977 | 982 | 994 | 996 | 1008 | 1016
35 536 | 521 | 492 | 477 | 449 | 438 | 416 | 416 | 407 | 419 | 422 | 445 | 455 | 481 | 492 | 520 | 535 | 565 | 590
40 144 | 144 | 141 | 137 | 131 | 126 | 123 | 124 | 127 | 134 | 140 | 146 | 147 | 144 | 138 | 132 | 129 | 137 | 144
45 109 | 108 | 106 | 106 | 104 | 104 | 104 | 105 | 107 | 110 | 110 | 112 | 113 | 113 | 110 | 108 | 107 | 109 | 110
50 86.2 | 85.9|85.4 | 85.5|84.6|85.6(85.9|86.9|86.9|88.0|87.4|88.6|89.9|90.5(90.0|91.690.8|91.7 |90.4
55 67.7 | 67.5 | 66.6 | 66.8 | 66.5 | 66.7 | 66.3 | 66.5 | 66.2 | 67.0 | 67.5 | 68.9 | 69.5 | 70.7 | 71.2 | 71.7 | 72.1 | 72.5 | 72.2
60 56.4 | 56.1 | 55.6 | 55.4 | 55.1 | 54.9 | 54.7 | 54.8 | 54.8 | 55.1 | 55.3 | 55.8 | 56.1 | 56.5 | 56.9 | 57.4 | 57.8 | 58.3 | 58.3
65 50.3 | 50.0 | 49.6 | 49.4 | 49.1 | 49.1 | 48.9 | 49.0 | 49.0 | 49.3 | 49.5 | 49.8 | 50.1 | 50.5 | 50.9 | 51.2 | 51.5 | 51.9 | 52.1
70 43.6 | 43.4 | 43.0 | 42.8 | 42.6 | 42.5 | 42.4 | 42.5|42.6 | 42.9 | 43.0 | 43.4 | 43.6 | 43.9 | 44.2 |44.4|44.7 | 45.0 | 45.2
75 34.9|34.7 | 34.3|34.2|34.0|34.1|33.9|34.2|34.2|34.5|34.7(35.1|35.2|35.7|35.8|36.3|36.5]|36.9]37.1
80 19.6 | 19.6 | 19.3 | 19.3 | 19.2 | 19.3 [ 19.3 | 19.5 | 19.6 | 19.9 | 20.0 | 20.4 | 20.5 | 20.9 [ 21.0 | 21.3 | 21.4 | 21.7 | 21.8
85 8.08 | 8.04 | 7.86|7.89|7.80|7.89|7.88|8.04|8.09|8.33|8.44|8.72|8.83(9.08(9.19|9.43|9.50|9.71 |9.83
90 0.30|0.30 | 0.30|0.30 |0.30|0.30|0.30 |0.30|0.31|0.30|0.31{0.30|0.30|0.30|0.30|0.30|0.30|0.30|0.34
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators:

Test Date:19 October 2022

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93TLOM3040/WH
POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512 | 9512
5 8451 | 8566 | 8591 | 8680 | 8661 | 8710 | 8664 | 8689 | 8624 | 8617 | 8541 | 8516 | 8425 | 8390 | 8265 | 8212 | 8084
10 5604 | 5728 | 5744 | 5839 | 5826 | 5907 | 5863 | 5902 | 5827 | 5844 | 5736 | 5722 | 5601 | 5580 | 5446 | 5397 | 5252
15 3166 | 3246 | 3249 | 3300 | 3286 | 3322 | 3294 | 3316 | 3268 | 3264 | 3197 | 3187 | 3112 | 3099 | 3038 | 3020 | 2949
20 1851 | 1889 | 1892 | 1924 | 1919 | 1941 | 1925 | 1935 | 1904 | 1900 | 1863 | 1859 | 1821 | 1905 | 1785 | 1863 | 1749
25 1253 | 1275 | 1278 | 1294 | 1292 | 1302 | 1295 | 1303 | 1290 | 1290 | 1273 | 1268 | 1247 | 1244 | 1227 | 1223 | 1206
30 1018 | 1028 | 1029 | 1038 | 1034 | 1041 | 1035 | 1041 | 1031 | 1032 | 1022 | 1025 | 1016 | 1016 | 1008 | 1007 | 997
35 608 | 643 | 642 | 686 | 665 | 719 | 673 | 735 | 673 | 715 | 660 | 678 | 648 | 635 | 603 | 589 | 559
40 152 | 244 | 165 | 257 | 157 | 258 | 158 | 266 | 173 | 268 | 167 | 251 | 145 | 142 | 138 | 141 | 141
45 111 | 112 | 111 | 109 | 104 | 103 | 103 | 106 | 109 | 110 | 108 | 106 | 102 | 102 | 103 | 106 | 107
50 88.9 89.6|88.9|88.9|88.3|88.3(87.3|89.0|88.7|88.8|87.9|87.7|86.5|87.4|86.5|86.9|86.2
55 72.1|72.5|72.0|72.1|71.8 |71.9|72.1|72.3|71.7|71.9|71.1|71.2|70.6| 70.5| 69.5| 69.0 | 67.8
60 58.7 | 59.2 | 59.2 | 59.5 | 59.6 | 59.8 | 59.8 | 60.1 | 59.8 | 59.8 | 59.4 | 59.1 | 58.5 | 58.2 | 57.6 | 57.2 | 56.5
65 52.3 | 52.7 | 52.9|53.1|53.1|53.3|53.3|53.6|53.3|53.4|53.0|52.8(52.3|51.9|51.4|51.0]50.5
70 45.5 | 45.9 | 45.9 | 46.2 | 46.2 | 46.4 | 46.3 | 46.5 | 46.3 | 46.3 | 46.0 | 45.8 | 45.4 | 45.1 | 44.7 | 44.4 | 43.9
75 37.2 | 37.6|37.7|38.0|37.9|38.1|37.9|38.1|37.8|37.8|37.4|37.3|36.8|36.6|36.1|35.8]35.2
80 21.8 | 22.1|22.0(22.2(22.1|22.2|21.9|22.0|21.7|21.6|21.3|21.2(20.7|20.6/20.2|20.1]19.8
85 9.84|9.99|9.95|10.0|9.94|9.98|9.82|9.82|9.59|9.51|9.25|9.16 | 8.90 | 8.82 | 8.55 | 8.47 | 8.22
90 0.35|0.34|0.36|0.35|0.36 | 0.35|0.36 | 0.34|0.34 | 0.33|0.33|0.320.33|0.33|0.33|0.33|0.33
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:19 October 2022 Remarks:



