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LAMP PHOTOMETRIC REPORT

MODEL: 98Vega50Slim WH

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 3863.9 1m “/+1e0
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AVERAGE BEAM ANGEE (50%):114.6 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1348 1351 1355 1362 1367 1362 1357 1352 0- 10 130.4 130.4 3.37
20 1280 1286 1294 1304 1313 1308 1297 1289 10- 20 376.1 506.4 13.1
30 1175 1180 1190 1205 1217 1212 1197 1186 20- 30 577.1 1083 28
40 1028 1031 1041 1062 1074 1070 1053 1040 30— 40 705.9 1789 46.3
50 837.1 836.7 846.5 867.5 883.6 878.3 864.1 850.1 40- 50 739.7 2529 65.5
60 599.7 597.7 605.8 621.7 640.5 640.2 629.6 615.1 50- 60 663.9 3193 82.6
70 315.1 310.2 294.9 339.5 355.9 356.5 347.4 338.3 60— 70 476.3 3669 95
80 60.06 26.74 15.13 47.51 33.24 38.37 18.61 37.72 70- 80 185.5 3855 99.8
90 1.942 1.906 1.868 1.869 1.575 1.487 1.473 1.604 80- 90 9.125 3864 100
100 90-100
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DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 30.0DEG Interval: O0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:08 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Vega50Slim WH
POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 30 60 90 120 | 150 | 180 | 210 | 240 | 270 | 300 | 330
0 1376 | 1376 | 1376 | 1376 | 1376 | 1376 | 1376 | 1376 | 1376 | 1376 | 1376 | 1376
5 1366 | 1366 | 1368 | 1370 | 1372 | 1373 | 1374 | 1373 | 1371 | 1369 | 1368 | 1367
10 1348 | 1349 | 1352 | 1355 | 1359 | 1365 | 1367 | 1363 | 1360 | 1357 | 1354 | 1350
15 1318 | 1322 | 1325 | 1329 | 1334 | 1343 | 1345 | 1341 | 1338 | 1333 | 1329 | 1323
20 1280 | 1285 | 1288 | 1294 | 1300 | 1309 | 1313 | 1310 | 1306 | 1297 | 1292 | 1286
25 1234 | 1238 | 1241 | 1248 | 1257 | 1266 | 1271 | 1269 | 1263 | 1252 | 1246 | 1240
30 1175 | 1179 | 1181 | 1190 | 1200 | 1211 | 1217 | 1214 | 1210 | 1197 | 1189 | 1183
35 1107 | 1110 | 1111 | 1121 | 1133 | 1147 | 1153 | 1149 | 1145 | 1131 | 1123 | 1116
40 1028 | 1030 | 1031 | 1041 | 1055 | 1069 | 1074 | 1072 | 1067 | 1053 | 1044 | 1036
45 938 | 939 | 939 | 950 | 964 | 979 | 985 | 983 | 978 | 964 | 956 | 946
50 837 | 836 | 837 | 847 | 859 | 876 | 884 | 880 | 877 | 864 | 855 | 846
55 725 | 722 | 723 | 732 | 739 | 760 | 770 | 766 | 765 | 753 | 744 | 734
60 600 | 598 | 598 | 606 | 615 | 628 | 640 | 640 | 640 | 630 | 620 | 610
65 470 | 465 | 462 | 469 | 477 | 491 | 501 | 503 | 503 | 496 | 489 | 478
70 315 | 328 | 293 | 295 | 333 | 345 | 356 | 359 | 354 | 347 | 351 | 326
75 177 | 171 | 121 | 124 | 176 | 182 | 193 | 213 | 179 | 170 | 203 | 182
80 60.1|38.4|15.0|15.1 | 36.1 | 58.9 | 33.2|57.8|18.8|18.6| 60.5 | 14.9
85 5.49 | 4.28 | 3.70 | 3.68 | 4.29 | 5.39 | 3.44 ([ 5.15 | 4.68 | 4.63 | 5.37 | 3.85
90 1.94 (1.93|1.88|1.87 |1.87|1.87 |1.57|1.51|1.46|1.47 | 1.56 | 1.65
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 30.0DEG Interval: O0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:08 July 2022 Remarks:



