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LAMP PHOTOMETRIC REPORT

MODEL: 99PFM1505040/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):103.5 DEG
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TOTAL FLUX: 4944.7 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1863 1848 1846 1857 1866 1865 1856 1856 179.5 179.5 3.63

1745 1710 1698 1729 1752 1744 1713 1724 507.9 687.4 13.9

1561 1502 1477 1525 1569 1545 1497 1521 751.9 1439 29.1

1324 1249 1216 1276 1333 1298 1238 1270 878.2 2318 46.9

1052 972.1 939.2 1001 1063 1025 963.1 993.4 879.5 3197 64.7

766.4 689.4 660.2 717.8 774.8 741.9 687.0 710.7 768.7 3966 80.2

477.4 411.7 390.4 437.8 485.4 460.7 416.3 431.7 571.4 4537 91.8

210.6 158.6 146.0 181.0 217.3 200.6 168.0 175.4 324.3 4861 98.3

3.358 2.856 2.360 2.708 3.011 2.763 2.080 2.431 83.35 4945 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:02 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM1505040/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1903

5 1893

10 1863

15 1814

20 1745

25 1661

30 1561

35 1448

40 1324

45 1191

50 1052

55 909

60 766

65 621

70 477

75 340

80 211

85 93.6

90 3.36

10

1903

1892

1861

1809

1744

1658

1556

1442

1317

1184

1045

901

756

610

467

330

202

86.0

3.34

20

1903

1890

1856

1803

1731

1643

1539

1423

1296

1162

1022

879

737

593

451

315

189

74.0

3.24

30

1903

1889

1853

1801

1726

1634

1527

1408

1280

1145

1005

862

718

575

435

301

176

62.9

3.12

40

1903

1888

1850

1790

1712

1617

1508

1386

1256

1119

980

837

698

556

418

286

163

52.0

2.93

50

1903

1887

1847

1789

1708

1609

1497

1373

1242

1105

964

823

681

541

405

275

154

44.7

2.78

60

1903

1886

1845

1781

1697

1596

1481

1355

1223

1086

946

807

668

529

394

266

146

38.5

2.60

70

1903

1886

1844

1783

1697

1593

1477

1350

1217

1079

940

799

660

522

388

261

143

36.1

2.50

80

1903

1886

1844

1778

1691

1587

1470

1342

1208

1071

932

795

656

518

386

259

141

35.0

2.39

90

1903

1887

1846

1784

1698

1594

1477

1350

1216

1079

939

800

660

523

390

264

146

39.1

2.36

100

1903

1889

1848

1784

1699

1597

1481

1354

1221

1084

944

806

668

531

397

270

151

43.7

2.34

110

1903

1889

1850

1791

1708

1607

1493

1369

1235

1097

958

818

678

539

405

277

157

48.5

2.39

120

1903

1890

1852

1792

1712

1615

1500

1377

1245

1109

969

828

690

551

415

285

164

54.1

2.48

130

1903

1891

1856

1799

1727

1629

1519

1398

1268

1132

993

851

708

568

430

299

176

63.5

2.61

140

1903

1892

1859

1807

1730

1638

1531

1412

1284

1149

1010

867

727

585

445

312

186

72.7

2.81

150

1903

1894

1862

1813

1742

1654

1550

1434

1307

1173

1034

891

747

602

461

325

198

82.7

3.01

160

1903

1894

1865

1814

1744

1658

1557

1442

1318

1185

1046

903

761

616

474

336

208

90.6

3.28

170

1903

1894

1866

1817

1752

1667

1568

1454

1331

1199

1060

917

772

626

483

345

215

97.7

3.42

180

1903

1894

1866

1817

1752

1668

1569

1457

1333

1201

1063

920

775

629

485

347

217

99.9

3.01

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:02 December 2022 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM1505040/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1903

5 1895

10 1867

15 1819

20 1751

25 1668

30 1568

35 1456

40 1332

45 1200

50 1062

55 919

60 776

65 631

70 487

75 349

80 219

85 100

90 3.54

200

1903

1896

1868

1821

1755

1670

1570

1456

1332

1199

1060

918

773

627

485

347

217

98.6

3.43

210

1903

1895

1867

1820

1748

1661

1559

1443

1317

1184

1045

903

762

618

476

340

211

93.4

3.18

220

1903

1897

1867

1819

1748

1658

1553

1436

1308

1174

1035

893

750

607

467

332

205

89.0

2.88

230

1903

1896

1864

1812

1740

1645

1537

1417

1288

1153

1014

873

734

593

455

322

196

84.0

2.64

240

1903

1896

1863

1807

1736

1646

1530

1407

1277

1141

1002

862

721

581

444

313

189

76.7

2.45

250

1903

1895

1860

1803

1724

1627

1516

1396

1260

1123

984

844

707

569

433

304

181

70.0

2.31

260

1903

1894

1858

1802

1722

1622

1508

1383

1252

1115

976

836

697

559

425

296

175

64.9

2.17

270

1903

1892

1856

1795

1713

1612

1497

1371

1238

1102

963

823

687

550

416

288

168

59.0

2.08

280

1903

1893

1855

1797

1715

1614

1499

1372

1240

1102

963

824

684

547

413

285

167

56.3

2.05

290

1903

1891

1854

1794

1712

1612

1498

1373

1240

1103

964

824

687

549

414

286

165

55.8

2.12

300

1903

1892

1855

1795

1720

1621

1509

1385

1252

1116

976

836

695

556

420

290

169

58.3

2.19

310

1903

1891

1855

1798

1719

1624

1513

1391

1260

1123

984

842

704

564

427

295

172

60.6

2.36

320

1903

1891

1857

1801

1730

1636

1528

1408

1279

1143

1003

860

717

575

437

304

179

65.8

2.51

330

1903

1892

1859

1805

1732

1642

1536

1418

1291

1156

1016

873

731

588

448

313

186

71.9

2.69

340

1903

1893

1861

1811

1743

1655

1553

1437

1311

1177

1037

893

748

603

461

325

197

81.0

2.84

350

1903

1893

1862

1812

1743

1658

1556

1443

1318

1185

1046

902

760

615

472

334

205

88.5

2.96

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:02 December 2022 Remarks:


