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LAMP PHOTOMETRIC REPORT

MODEL: 99PFM1505040/WH

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):104.9 DEG
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TOTAL FLUX: 5489.2 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2028 2015 2013 2026 2032 2033 2024 2022 195.5 195.5 3.56

1901 1867 1854 1888 1910 1900 1875 1881 553.8 749.4 13.7

1704 1648 1625 1677 1719 1692 1649 1668 822.7 1572 28.6

1449 1378 1347 1412 1466 1429 1376 1401 966.0 2538 46.2

1155 1079 1048 1116 1174 1134 1081 1105 973.1 3511 64

841.4 771.4 744.8 807.1 860.2 826.7 782.1 797.0 856.4 4368 79.6

527.9 466.8 449.1 501.0 542.5 521.8 486.2 491.1 643.4 5011 91.3

233.3 187.5 179.0 215.6 245.1 236.3 212.4 207.9 372.8 5384 98.1

3.809 3.738 3.680 5.613 4.378 10.09 7.593 4.330 105.4 5489 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:02 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM1505040/WH

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2073

5 2061

10 2028

15 1974

20 1901

25 1811

30 1704

35 1582

40 1449

45 1306

50 1155

55 1000

60 841

65 685

70 528

75 376

80 233

85 103

90 3.81

10

2073

2060

2026

1971

1896

1804

1699

1577

1443

1299

1148

992

834

675

518

367

226

96.9

3.83

20

2073

2059

2022

1966

1888

1793

1682

1558

1422

1278

1126

971

814

658

503

353

213

88.8

3.87

30

2073

2057

2019

1960

1879

1786

1672

1545

1408

1262

1110

955

798

642

488

341

202

77.6

3.82

40

2073

2056

2016

1953

1870

1769

1653

1523

1384

1237

1086

931

779

624

472

327

191

69.4

3.77

50

2073

2056

2014

1949

1864

1763

1644

1512

1371

1224

1072

918

764

611

461

318

184

64.9

3.70

60

2073

2055

2012

1945

1856

1750

1628

1495

1353

1205

1054

901

751

599

451

310

178

61.2

3.68

70

2073

2054

2011

1943

1853

1748

1625

1491

1348

1200

1049

897

744

594

447

306

176

60.8

3.65

80

2073

2055

2011

1942

1851

1742

1618

1484

1340

1192

1042

890

741

591

445

305

175

61.1

3.70

90

2073

2056

2013

1944

1854

1749

1625

1490

1347

1199

1048

897

745

595

449

309

179

64.2

3.68

100

2073

2057

2013

1946

1857

1749

1627

1493

1350

1203

1052

900

751

601

455

314

183

67.8

3.83

110

2073

2058

2017

1951

1864

1763

1642

1508

1367

1219

1068

916

763

611

464

322

189

71.6

4.00

120

2073

2059

2020

1958

1875

1770

1651

1520

1380

1234

1083

930

780

627

478

334

199

79.2

4.77

130

2073

2061

2024

1966

1884

1787

1671

1543

1404

1258

1107

954

799

645

493

347

210

87.1

5.29

140

2073

2062

2027

1971

1892

1796

1682

1556

1420

1275

1125

971

815

662

509

361

221

94.0

5.94

150

2073

2063

2031

1977

1901

1809

1702

1578

1443

1299

1149

995

837

680

525

374

232

103

6.38

160

2073

2064

2033

1979

1906

1816

1708

1586

1452

1309

1159

1005

846

692

535

384

240

108

6.43

170

2073

2063

2034

1981

1910

1820

1718

1598

1465

1322

1172

1017

859

699

542

389

245

113

5.76

180

2073

2063

2032

1980

1910

1821

1719

1598

1466

1323

1174

1019

860

701

542

390

245

114

4.38

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:02 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM1505040/WH

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 2073

5 2064

10 2033

15 1982

20 1911

25 1822

30 1716

35 1596

40 1463

45 1320

50 1170

55 1016

60 857

65 701

70 544

75 391

80 247

85 115

90 6.79

200

2073

2065

2037

1984

1912

1822

1718

1596

1463

1320

1170

1015

857

698

542

391

247

116

8.29

210

2073

2065

2035

1981

1908

1815

1706

1582

1447

1304

1154

1000

843

690

535

385

243

113

9.44

220

2073

2065

2034

1982

1904

1808

1701

1575

1439

1294

1144

991

835

680

527

379

240

111

10.0

230

2073

2064

2031

1976

1897

1799

1684

1557

1419

1274

1124

972

818

667

517

371

233

107

10.2

240

2073

2064

2030

1971

1891

1794

1677

1547

1408

1263

1113

961

809

657

508

364

228

104

9.91

250

2073

2063

2028

1966

1883

1781

1663

1532

1391

1245

1096

945

797

646

498

356

222

98.2

9.35

260

2073

2063

2026

1963

1879

1778

1659

1527

1386

1240

1091

940

789

639

492

351

217

95.5

8.62

270

2073

2062

2024

1960

1875

1770

1649

1517

1376

1229

1081

930

782

633

486

345

212

90.6

7.59

280

2073

2061

2023

1960

1874

1772

1652

1520

1379

1233

1083

932

781

631

485

343

210

89.1

6.75

290

2073

2060

2022

1958

1872

1768

1648

1516

1375

1229

1079

927

779

628

481

339

205

87.6

5.74

300

2073

2060

2021

1958

1875

1776

1658

1526

1386

1239

1089

936

783

631

482

339

204

82.5

5.11

310

2073

2059

2021

1960

1878

1778

1661

1531

1392

1246

1096

942

791

637

487

342

205

85.9

4.49

320

2073

2059

2023

1964

1884

1789

1675

1547

1410

1264

1113

959

803

648

496

349

211

85.3

4.17

330

2073

2060

2024

1967

1889

1793

1681

1556

1418

1274

1123

969

812

659

504

355

215

87.4

3.98

340

2073

2061

2026

1970

1896

1802

1696

1573

1438

1294

1143

988

830

672

516

366

224

94.6

3.85

350

2073

2061

2027

1973

1899

1808

1700

1577

1444

1300

1150

994

836

680

523

372

230

99.3

3.65

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:02 December 2022 Remarks:


