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LAMP PHOTOMETRIC REPORT

MODEL: 99PFMX30/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2339.8 1m -/+180

-150 150

-120 120
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€30/210,105.8
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AVERAGE BEAM ANGEE (50%):105.6 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 857.7 855.6 854.2 852.9 854.7 857.4 858.6 858.5 0- 10 82.65 82.65 3.53
20 802.3 796.7 796.2 792.1 796.8 799.0 803.8 802.6 10- 20 234.6 317.3 13.6
30 713.0 706.9 702.4 700.8 706.1 710.1 714.0 714.6 20- 30 348.6 665.8 28.5
40 603.2 595.8 589.7 588.9 595.5 599.2 602.9 604.2 30— 40 409.8 1076 46
50 480.9 471.7 464.6 464.9 472.9 475.5 478.2 480.8 40- 50 414.1 1490 63.7
60 351.3 341.0 334.2 334.9 343.3 344.9 347.5 350.5 50- 60 365.7 1855 79.3
70 220.0 211.0 205.7 205.6 213.0 214.3 217.8 220.0 60— 70 275.1 2131 91.1
80 97.51 91.10 92.08 87.29 91.67 93.65 100.9 98.50 70- 80 160.5 2291 97.9
90 5.751 2.309 12.07 2.546 6.477 2.717 12.28 3.817 80- 90 48.68 2340 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFMX30/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875
5 871 | 871 | 871 | 871 | 871 | 870 | 870 | 870 | 870 | 870 | 869 | 869 | 869 | 869 | 869 | 869 | 869 | 870 | 870
10 858 | 857 | 857 | 856 | 856 | 855 | 855 | 855 | 854 | 854 | 853 | 853 | 853 | 853 | 853 | 853 | 854 | 854 | 855
15 834 | 835 | 835 | 833 | 832 | 831 | 832 | 832 | 830 | 828 | 827 | 827 | 827 | 827 | 827 | 828 | 828 | 829 | 831
20 802 | 801 | 799 | 798 | 797 | 796 | 795 | 795 | 794 | 796 | 793 | 793 | 792 | 792 | 792 | 793 | 794 | 801 | 797
25 760 | 760 | 758 | 757 | 755 | 755 | 753 | 753 | 752 | 751 | 752 | 750 | 750 | 750 | 750 | 751 | 755 | 753 | 754
30 713 | 712 | 711 | 709 | 708 | 706 | 705 | 704 | 703 | 702 | 701 | 703 | 701 | 701 | 701 | 702 | 705 | 705 | 706
35 660 | 659 | 658 656 | 654 653 | 651 650 649 | 648 647 647 646 | 647 647 650 650 651 653
40 603 | 603 | 600 | 599 | 597 | 595 | 593 | 592 | 590 | 590 | 589 | 589 | 588 | 589 | 589 | 593 | 592 | 594 | 596
45 543 | 542 | 540 | 538 | 536 | 534 | 532 | 531 | 529 | 528 | 527 | 527 | 528 | 528 | 528 | 531 | 532 | 534 | 536
50 481 | 480 | 477 | 475 | 472 | 471 | 469 | 467 | 466 | 465 | 463 | 464 | 464 | 465 | 465 | 467 | 469 | 472 | 473
55 417 | 416 | 413 | 411 | 408 | 406 | 404 | 402 | 400 | 400 | 399 | 399 | 399 | 400 | 401 | 403 | 405 | 408 | 409
60 351 | 351 | 347 | 345 | 342 | 340 | 338 | 337 | 335 | 334 | 333 | 334 | 334 | 335 | 335 | 338 | 340 | 342 | 343
65 285 | 285 | 282 | 279 | 276 | 275 | 273 | 272 | 270 | 269 | 268 | 269 | 269 | 269 | 270 | 272 | 275 | 277 | 277
70 220 | 220 | 217 | 215 | 212 | 210 | 209 | 208 | 206 | 206 | 205 | 205 | 207 | 205 | 206 | 208 | 210 | 213 | 213
75 157 | 157 | 155 | 153 | 150 | 149 | 147 | 147 | 145 | 145 | 144 | 145 | 144 | 144 | 144 | 147 | 149 | 151 | 152
80 97.5|98.4 | 96.1 | 94.4[91.4|90.8(89.8|90.9(91.2(92.1|91.0(92.6|89.1|86.9|87.7|89.2|90.5/|92.2|091.7
85 45.2 | 44.6 | 42.7 | 41.1 | 39.2 | 38.7 | 39.8|42.3|42.4 | 42.7|42.4|42.3|39.3|35.5|35.3|36.8|37.9|39.4]40.0
90 5.75 | 4.58 | 3.46 | 2.62|1.89 | 2.72 | 6.14 | 9.82 | 11.7 | 12.1 | 12.0 | 10.5| 6.75 | 2.95 | 2.14 | 3.27 | 4.30 | 5.46 | 6.48
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:15 November 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFMX30/WH
POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875
5 870 | 871 | 871 | 871 | 871 | 871 | 872 | 872 | 872 | 872 | 872 | 872 | 872 | 872 | 872 | 872 | 872
10 855 | 856 | 857 | 857 | 857 | 858 | 858 | 859 | 859 | 859 | 859 | 859 | 858 | 859 | 858 | 858 | 858
15 837 | 833 | 832 | 833 | 833 | 835 | 837 | 841 | 836 | 836 | 835 | 835 | 835 | 835 | 835 | 835 | 835
20 796 | 797 | 798 | 799 | 799 | 800 | 801 | 802 | 804 | 807 | 803 | 803 | 802 | 803 | 802 | 803 | 803
25 755 | 756 | 756 | 758 | 758 | 760 | 760 | 761 | 762 | 763 | 764 | 762 | 762 | 762 | 762 | 763 | 762
30 707 | 708 | 709 | 710 | 710 | 712 | 713 | 714 | 714 | 715 | 717 | 715 | 715 | 715 | 715 | 717 | 714
35 654 | 655 | 656 | 658 | 658 | 659 | 659 | 660 | 661 | 661 | 662 | 662 | 661 | 662 | 662 | 662 | 661
40 597 | 598 | 598 | 599 | 599 | 601 | 601 | 603 | 603 | 604 | 604 | 606 | 604 | 605 | 605 | 605 | 604
45 536 | 537 | 537 | 538 | 539 | 540 | 540 | 541 | 542 | 543 | 543 | 545 | 543 | 544 | 544 | 545 | 544
50 473 | 475 | 475 | 475 | 476 | 477 | 477 | 478 | 478 | 479 | 479 | 481 | 480 | 481 | 482 | 482 | 482
55 409 | 410 | 410 | 411 | 411 | 412 | 412 | 413 | 413 | 414 | 415 | 416 | 416 | 417 | 417 | 418 | 417
60 342 | 343 | 344 | 345 | 345 | 346 | 346 | 347 | 348 | 349 | 349 | 350 | 350 | 351 | 351 | 352 | 351
65 276 | 277 | 278 | 279 | 279 | 281 | 281 | 282 | 282 | 283 | 284 | 284 | 284 | 285 | 285 | 285 | 285
70 211 | 212 | 213 | 214 | 215 | 216 | 217 | 217 | 218 | 219 | 219 | 220 | 220 | 220 | 220 | 220 | 219
75 148 | 149 | 150 | 152 | 152 | 154 | 154 | 156 | 156 | 157 | 157 | 158 | 157 | 158 | 156 | 156 | 155
80 88.1 | 88.4|89.7|93.3|93.9(97.2(99.3| 101 | 101 | 101 | 99.6 | 99.8 | 98.4 | 98.6 | 95.1 | 94.2 | 94.7
85 38.4 | 36.1|34.0|38.7 | 40.8 | 45.2 | 48.8 | 50.0 | 50.4 | 50.5 | 50.0 | 47.8 | 44.9 | 43.0 | 38.4 | 41.3 | 43.9
90 5.14 | 4.17 | 3.34 | 2.30 | 3.14 | 6.64 | 10.7 | 12.2 | 12.3 | 12.0 | 10.5 | 7.24 | 4.25 | 3.38 | 3.85 | 4.23 | 4.88
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:




