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LAMP PHOTOMETRIC REPORT

MODEL: 99POMX40/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2192.5 1m ~/+180
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AVERAGE BEAM ANGEE (50%):103.1 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 839.5 838.5 837.8 839.6 838.5 839.5 840.0 841.5 0- 10 81.15 81.15 3.7
20 780.8 780.0 778.3 779.5 779.4 781.8 782.1 783.1 10- 20 229.5 310.7 14.2
30 690.6 693.4 687.9 687.4 689.3 692.8 693.1 693.2 20- 30 340.2 650.8 29.7
40 578.2 577.2 576.8 572.7 577.2 580.6 580.1 578.9 30— 40 397.7 1049 47.8
50 451.8 453.4 444.2 446.5 451.8 455.3 450.8 452.0 40- 50 397.3 1446 65.9
60 318.2 320.1 310.1 314.6 317.1 322.8 316.5 319.8 50- 60 343.8 1790 81.6
70 183.1 187.4 178.3 183.4 183.2 190.9 184.0 188.2 60— 70 248.0 2038 92.9
80 62.13 67.10 59.19 64.41 62.62 70.36 63.81 68.57 70- 80 129.3 2167 98.8
90 1.817 1.501 7.805 1.537 2.425 1.368 6.441 1.383 80- 90 25.63 2192 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:05 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POMX40/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861
5 855 | 855 | 854 | 854 | 854 | 854 | 854 | 854 | 854 | 854 | 853 | 854 | 854 | 855 | 856 | 857 | 857 | 857 | 857
10 839 | 839 | 839 | 839 | 839 | 839 | 838 | 838 | 838 | 838 | 838 | 838 | 838 | 839 | 841 | 841 | 840 | 839 | 839
15 815 | 815 | 814 | 814 | 814 | 814 | 813 | 813 | 813 | 812 | 812 | 812 | 812 | 813 | 815 | 814 | 812 | 813 | 813
20 781 | 781 | 781 | 780 | 780 | 780 | 779 | 779 | 779 | 778 | 778 | 778 | 777 | 778 | 781 | 778 | 778 | 779 | 779
25 739 | 739 | 739 | 739 | 739 | 739 | 738 | 738 | 737 | 736 | 736 | 736 | 735 | 736 | 738 | 736 | 736 | 737 | 738
30 691 691 691 694 695 | 692 689 | 689 | 688 688 687 687 686 | 687 688 687 687 688 689
35 637 637 638 637 636 | 636 | 635 | 636 | 636 | 633 | 632 632 631 631 632 632 632 634 636
40 578 | 578 | 578 | 578 | 577 | 577 | 576 | 575 | 576 | 577 | 572 | 572 | 572 | 572 | 573 | 573 | 574 | 576 | 577
45 516 | 517 | 516 | 516 | 516 | 515 | 513 | 512 | 511 | 510 | 510 | 510 | 510 | 511 | 511 | 512 | 513 | 514 | 515
50 452 | 452 | 453 | 454 | 456 | 451 | 450 | 447 | 445 | 444 | 444 | 445 | 445 | 446 | 447 | 448 | 449 | 450 | 452
55 386 | 386 | 387 | 387 | 386 | 385 | 383 | 381 | 378 | 378 | 377 | 379 | 379 | 381 | 381 | 382 | 383 | 385 | 387
60 318 | 319 | 319 | 320 | 322 | 318 | 316 | 313 | 311 | 310 | 310 | 311 | 313 | 314 | 315 | 316 | 316 | 318 | 317
65 250 | 251 | 252 | 254 | 253 | 252 | 249 | 246 | 244 | 243 | 243 | 245 | 246 | 248 | 249 | 250 | 249 | 250 | 249
70 183 | 185 | 186 | 188 | 188 | 187 | 184 | 181 | 179 | 178 | 178 | 180 | 181 | 183 | 184 | 184 | 184 | 184 | 183
75 119 | 122 | 123 | 125 | 125 | 124 | 121 | 119 | 116 | 116 | 116 | 117 | 119 | 121 | 122 | 122 | 121 | 121 | 120
80 62.1 | 64.0 | 65.3 | 66.8 | 67.7 | 66.6 | 63.6 | 63.4 | 60.1 | 59.2 | 60.5|62.1 | 61.7 | 64.3 | 64.6 | 63.9| 63.0| 63.0 | 62.6
85 13.1|13.9(16.2|19.1 [ 21.4|19.6 |18.1 | 16.7 |14.3 | 13.6 | 14.4 | 17.0|17.4|20.0 | 19.8 | 17.7 | 15.2 | 13.5 | 13.7
90 1.82 |1.65|1.58|1.39|1.46 | 1.54|3.96|7.00|7.69|7.81|7.46|5.86|2.65|1.56|1.52|1.59|1.95|2.14 | 2.42
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:05 December 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POMX40/BL
POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861 | 861
5 856 | 856 | 856 | 856 | 856 | 856 | 857 | 857 | 858 | 858 | 858 | 858 | 857 | 856 | 855 | 855 | 855
10 839 | 839 | 839 | 839 | 840 | 840 | 840 | 840 | 840 | 841 | 842 | 844 | 842 | 841 | 840 | 840 | 840
15 814 | 814 | 814 | 815 | 815 | 815 | 815 | 816 | 815 | 815 | 816 | 818 | 818 | 815 | 815 | 815 | 815
20 780 | 781 | 781 | 782 | 782 | 782 | 782 | 782 | 782 | 782 | 782 | 783 | 785 | 781 | 781 | 781 | 781
25 738 | 739 | 740 | 741 | 741 | 741 | 741 | 741 | 741 | 741 | 740 | 741 | 743 | 740 | 739 | 739 | 739
30 690 | 691 | 692 | 693 | 693 | 693 | 693 | 694 | 693 | 693 | 692 | 692 | 695 | 691 | 691 | 691 | 691
35 636 | 637 | 638 | 639 | 639 | 639 | 639 | 640 | 639 | 639 | 638 | 637 | 638 | 637 | 636 | 637 | 636
40 578 | 579 | 580 | 581 | 581 | 581 | 581 | 581 | 580 | 580 | 579 | 578 | 579 | 578 | 578 | 578 | 578
45 517 | 518 | 519 | 519 | 519 | 519 | 518 | 518 | 517 | 517 | 516 | 516 | 517 | 516 | 516 | 516 | 516
50 453 | 456 | 456 | 455 | 455 | 455 | 453 | 452 | 451 | 451 | 451 | 451 | 452 | 452 | 452 | 452 | 452
55 388 | 391 | 389 | 390 | 389 | 388 | 386 | 385 | 384 | 384 | 385 | 386 | 386 | 387 | 387 | 387 | 386
60 318 | 321 | 322 | 323 | 322 | 322 | 319 | 318 | 317 | 317 | 317 | 319 | 319 | 320 | 320 | 320 | 318
65 250 | 252 | 255 | 257 | 256 | 255 | 252 | 251 | 249 | 250 | 250 | 252 | 253 | 254 | 253 | 251 | 250
70 182 | 185 | 189 | 191 | 190 | 189 | 186 | 185 | 184 | 185 | 185 | 187 | 188 | 189 | 187 | 184 | 182
75 117 | 119 | 124 | 129 | 128 | 126 | 123 | 123 | 121 | 122 | 122 | 125 | 126 | 127 | 123 | 120 | 117
80 60.2 | 58.8 | 63.6 | 70.7 | 70.0 | 67.8 | 67.0 | 64.7 | 63.8 | 64.4 | 65.1 | 66.7 | 68.4 | 68.7 | 62.8 | 58.6 | 59.2
85 13.3 (14.8 | 13.1 | 21.8 | 22.1|19.2|18.4 | 16.7 |15.8 |17.1|19.0 |20.4 |22.8|20.3|13.6| 14.1 | 12.6
90 1.87 |1.58|1.381.31|1.43|1.99 (5.30|6.32|6.44|6.31|5.34|2.06|1.47 [1.29|1.18 | 1.24 |1.43
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:05 December 2022 Remarks:




