t.LMARK

The Brand of Electricity

REMY LUMINAIRE

GENERAL INFORMATION »

Power: 18W; 36W

Input voltage: 220-240V

LED driver: mounted in the body
Colour temp.: 4000K

Light source: SMD2835

Colour rendering index: Ra=80

.. Beam angle: 115°
N .. Average Lifetime: 15 000h
Switch on/off: >20 000
Body: PP+PC
Colour of the body: White
Installation: Surface mounting
Protection against dust and moisture: IP40

FEATURES »

Installation options: surface ceiling mounting

Low power consumption

Repeated switch-on/off does not affect the lifespan of the luminaire
Instant light with maximum luminous flux

No ultraviolet and infrared rays

Stable and functional light distribution

AREAS OF APPLICATION »

Commercial buildings
Administrative buildings
Residential buildings
Banks

Hospitals

Schools



ELMARK

The Brand of Electricity

TECHNICAL SPECIFICATION SHEET

PRODUCT DETAILS »

Catalogue Watt Whole fixture Colour temp. Colour
number (W) lumens (K) body
(Im)
9XREMY18LED 18 1650 4000 White
9XREMY36LED 36 3300 4000 White
DIMENSIONS » ADDITIONAL INFORMATION »
L 9XREMY18LED
L This luminare
- o contains built-in
LED lamps.
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Model Length Width Height
(mm) (mm) (mm)
18W 600 75 46
36W 1200 75 46

CGC PLIF\%E

The lamps cannot be changed
in the luminare.

874/2012
Catalogue Barcode Packing/
number Box (pcs)
9XREMY18LED 3800131200884 1/20
9XREMY36LED 3800131200891 1/20
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